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l	 Easily serviceable 4-bolt design  
l	 Lid lock ring that incorporates handles. These handles provide the user 	
	 with a convenient way to easily remove the lid.
l	 Suction and Discharge come equipped with quick disconnect unions 	
	 as well as internal threads for easy installation and maintenance. 
l	 Every pump is performance tested before leaving the Speck factory.
l	 The BADU Pro is available with the following motor options: 

l	 All variable speed models are equipped with an LED light in the basket 	
	 lid, for ease of maintenance.
l	 The 1.65 variable speed, as well as all single speed models, are dual 	
	 voltage, whereas the 2.25, 2.7 and 3.45 variable speeds run on 230 	
	 volts. 
l	 The 1.65, 2.25, 2.7, and 3.45 THP variable speeds also come with 	
	 discrete switch inputs, for easy connection to automation.
l	 The 1.65, 2.25, 2.7, and 3.45 models are additionally available with our 	
	 Universal Automation Control Board, allowing for seamless 		
	 communication with all major equipment manufacturers. 
l	 Optional Communication Cable available for use with universal 		
	 automation control boards (part# 7155001113A). 
l	 Included riser allows for direct replacement of WhisperFlo and 		
	 IntelliFlo models. (Not included with three phase models)

Features

BADU® Pro Series
High Flow Replacement Pump

Performance Curves

Variable Speed Models

TO
TA

L 
H

EA
D

 IN
 F

EE
T

10

20

30

40

50

60

70

80

90

BADU Pro-III
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Variable Speed

Trademarks and Certifications

Our flagship pump, the BADU® Pro was designed with pool 
service pros in mind. A drop-in replacement for both the 
Hayward® Super Pump® and Pentair® SuperFlo®, WhisperFlo®, 
it not only replaces the majority of pumps on the market, but 
also communicates with their automation.

CONFORMS TO 
NSF/ANSI Std. 50

3166644

Single Speed:
l	 56 frame (0.80 - 3.45 THP)
Variable Speed:
l	 1.65, 2.25, 2.7 & 3.45 THP

BADU Pro-V (2.7 THP)
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Performance Curves

BADU® Pro Series
High Flow Replacement Pump
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Model

BADU Pro-I
BADU Pro-II
BADU Pro-III
BADU Pro-IV
BADU Pro-V
BADU Pro-VI

0.75
1.0
1.5
2.0
2.0
3.0

Nominal
HP

Service
Factor

Total
HP Voltage

S.F.
Amps

Curve
Key

1.25
1.25
1.1
1.1
1.3
1.2

0.98/1.13
1.25
1.65
2.25
2.6
3.6

115/230
115/230
115/230
115/230
208-230
208-230

10.8/5.4
14.0/7.0
15.4/7.7

10.8/21.6
10.6-10.0
15.2-14.0

A
B
C
D
E
F

3450 RPM
Single Speed Models

Part Numbers

Order # Model # Port SizeTHPHP VoltsS.F.
Three Phase

IG383-1050F-T00
IG383-1075F-T00
IG383-1100F-T00
IG383-1150F-T00
IG383-1200F-T00
IG383-1300F-T00

BADU Pro-I
BADU Pro-II
BADU Pro-III 
BADU Pro-IV
BADU Pro-V
BADU Pro-VI

0.50
0.75
1.0
1.5
2.0
3.0

1.6
1.5
1.4
1.3
1.2

1.15

0.80
1.125
1.40
1.95
2.40
3.45

208-230/460
208-230/460
208-230/460
208-230/460
208-230/460
208-230/460

2.0”
2.0”
2.0”
2.0”
2.0”
2.0”

NOTE: Three phase units are not UL Listed and requires a motor starter.

Amps

2.7-2.4/1.2
3.7-3.6/1.8
4.4-4.2/2.1
6.0-5.8/2.9
6.6-6.4/3.2
9.6-9.4/4.7

Order # Model # THP Volts

IG384-1098T-T00
IG384-1113T-T00

115/208-230
115/208-230

Amps
8.6/4.5-4.3

10.0/5.4-5.0
BADU Pro-I
BADU Pro-I

0.98
1.13

WEF

3.6
3.6

HHP

0.654
0.706

Port Size
2.0”
2.0”

Single Speed

2.0”
2.0”
2.0“
2.0”

2.0”
2.0“
2.0”
2.0”

THPOrder # Model # Port SizeVolts
Variable Speed

Standard Models
IG385-V165T-TUS
IG385-V225T-TUS
IG385-V270T-TUS
IG385-V345T-TUS

Models with Universal Automation Control Board
IG385-V165T-TCB
IG385-V225T-TCB
IG385-V270T-TCB
IG385-V345T-TCB

BADU Pro-III 
BADU Pro-IV
BADU Pro-V
BADU Pro-VI

BADU Pro-III
BADU Pro-IV
BADU Pro-V
BADU Pro-VI

1.65
2.25
2.7

3.45

1.65
2.25
2.7

3.45

WEF

8.8
7.6
7.8
6.8

8.8
7.6
7.8
6.8

115/230
230
230
230

115/230
230
230
230

HHP

1.042
1.354
1.405
1.558

1.042
1.354
1.405
1.558

Amps

13.6/6.8
9.5

11.1
14.0

13.6/6.8
9.5

11.1
14.0

Weight*
lbs

Weight*
lbs

Weight*
lbs

42
43

38
39
42
43
61
62

44
45
48
50

44
45
48
50

*Estimated ship weights




