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For others, please call Speck Customer Service at (800) 223-8538.
Additional high voltage models available upon request. Motor Starters are UL Listed in Canada and the United States.

Order # Model # Motor/FrameAmpsTHPHP VoltsS.F.
Single Speed

IG274-1500M-000
IG274-1500F-000
IG274-1750F-000

95-VIII
95-IX
95-X

4.0
5.0
7.5

1.25
1.15
1.15

5.0
5.75

8.625

208-230
208-230
208-230

EE*/ODP/56
EE*/TEFC/112M
EE*/TEFC/112M

21.0-19.4
24.9-23.0
34.0-31.7

1.25
1.15
1.15
1.15
1.15
1.13

5.0
5.75
5.75

8.625
8.625
11.30

THPOrder # Model # HP Motor/FrameAmpsVoltsS.F.
Three Phase Single Speed (Full Rated)

IG273-1500M-000
IG273-1500F-000
IG273-1500F-C00
IG273-1750F-000
IG273-1750F-C00
IG273-1100F-000

95-VIII
95-IX
95-IX
95-X
95-X
95-XI

4.0
5.0
5.0
7.5
7.5

10.0

208-230/460
208-230/460

575
208-230/460

575
208-230/460

ODP/56
TEFC/112M
TEFC/112M
TEFC/112M
TEFC/112M
TEFC/112M

13.7-13.0/6.5
15.0-14.5/7.5

5.6
19.0-18.0/8.9

8.2
25.6-23.8/11.9

NOTE: Model 95-VIII single phase is thermally protected. All other models require a motor starter.  

Order # Description

2902099800
B32V24AXRM68
B18V24AXR66
B38V24AXRM69
B25V24AXR67
B32V24AXR68

Lid and Union wrench
Motor starter, 5.0 HP, 208-240V, single phase, NEMA 4X, (Model 95-IX)
Motor starter, 5.0 HP, 208-240V, 3 phase, NEMA 4X (Model 95-IX)
Motor starter, 7.5 HP, 208-240V, single phase, NEMA 4X (Model 95-X)  
Motor starter, 7.5 HP, 208-240V, 3 phase, NEMA 4X (Model 95-X)
Motor starter, 10.0 HP, 208-240V, 3 phase, NEMA 4X (Model 95-XI) 

Accessories

1.25
1.25
1.25
1.15
1.15

5.75
5.75
5.75

8.625
8.625

THPOrder # Model # HP VFDS.F.

Model 95 with VFD Mounted

IG273-V500F-013
IG273-V500F-03H
IG273-V500F-03L
IG273-V750F-03H
IG273-V750F-03L

95-IX
95-IX
95-IX
95-X
95-X

5.0
5.0
5.0
7.5
7.5

*EE = Premium energy e�cient motors.

X5, NEMA 4X
X5, NEMA 4X
X5, NEMA 4X
X5, NEMA 4X
X5, NEMA 4X

(Phase; Voltage)

1 PH; 50/60 Hz; 200-230 V
3 PH; 50/60 Hz; 380-480 V
3 PH; 50/60 Hz; 200-230 V
3 PH; 50/60 Hz; 380-480 V
3 PH; 50/60 Hz; 200-230 V

Motor Data

Speck offers a full line of motor 
starters for 0.5 to 7.5 HP, either 
single or three phase.

The Wrench offers a convenient and 
efficient way to open the strainer tank. 

The wrench also doubles as a tool to use 
on 3” & 4” unions.

Part Numbers

Model 95
High Performance, Self-Priming
Plastic Commercial Pool Pump


